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The camera stabilizer stabilizes the camera’s line of sight by isolating the camera from the model uncertainties,
disturbances of operating environment and system movements. This paper presents a voltage-base optimal adaptive
fuzzy sliding mode control for camera stabilizer. In this proposed control method, a voltage-base sliding mode
controller is applied. But unfortunately, undesirable control input chattering is caused by employing the sliding mode
control. In the following, for the prevention of incidence of the control input chattering, a ﬁrst order TSK fuzzy
approximator is employed. Although fuzzy sliding mode control prevents the chattering phenomenon, it has some
disadvantages such as disability in estimating the bounds of the existing uncertainties and lack of stability proof of the
closed-loop system. In what follows, to overcome the aforementioned problems, an adaptive fuzzy system is designed
such that it can estimate the bounds of the existing uncertainties. Ultimately, the chicken swarm optimization algorithm
is utilized to determine the optimal values of coefficients of the adaptive fuzzy sliding mode control and to decrease the
control input amplitude. To investigate the desirable performance of the optimal adaptive fuzzy sliding mode controller,
simulations in four steps are implemented on a camera stabilizer.

uncertainties, variable structure control to be
introduced. Variable structure control (VSC) as one of
the nonlinear control methods was first proposed in the
early 1950’s [14]. The dominant role in VSC theory is
played by sliding modes, and the core idea of designing
VSC control algorithms consists of enforcing this type
of motion in some manifolds in system state spaces
[15]. Sliding mode control (SMC) is a nonlinear
control technique featuring remarkable properties of
accuracy, robustness and easy tuning and
implementation. Due to sliding mode control’s
capability in facing model uncertainties and system
disturbances, it has attracted considerable attention in
controlling uncertain nonlinear gimbaled systems [1618]. Despite these advantages, very often, a sliding
mode controller yields high-frequency switching
control action that leads to the so-called chattering
effect, which is difficult to avoid or attenuate [16, 19].
This chattering leads to activation of the system’s
dynamic modes which in turn reduces the performance
of control input [20].
Fuzzy logic in sliding mode control design has been
commonly used for numerous electrical systems,
robotic systems and mechanical systems in recent
years. A direct benefit of the fuzzy sliding mode
control in controlling of gimbaled and robotic systems
is that the chattering often existing in conventional
sliding mode control can be effectively eliminated
through construction of fuzzy boundary layers instead
of crisp switching surfaces [21-25]. Afterwards, to
improve the performance of the resulting control
scheme, the coefﬁcients of the fuzzy sliding mode
controller are determined by using optimization
algorithms [26, 27]. In proposed approaches [28, 29],
the number of calculations of the control input is low,
the amplitude of control input is the optimal, the
proposed control capable overcome structured and
unstructured uncertainties and it is very simple to
design and implement. Despite these benefits, the
proposed controllers do not have the mathematical
proof of the closed-loop system stability.
At the present time, by combining SMC, fuzzy
logic, and adaptive control concepts, the adaptive fuzzy
sliding mode control (AFSMC) has been presented for
controlling a class of nonlinear systems [30-32]. By
proposing these solutions, the adverse phenomenon of
chattering is eliminated at the control input and the
researchers have proven that the closed-loop system
with adaptive fuzzy sliding mode control has global
asymptotic stability in the presence of structured and
un-structured uncertainties in the dynamic equations of
this category of nonlinear systems. By examining
camera stabilizer dynamic equations and comparing
them with the dynamic equations of this category of
nonlinear systems, it is concluded that some of the
proposed approaches can be used to control the camera
stabilizer. In this case, by proposing an adaptive fuzzy
sliding mode control for controlling camera stabilizer,
the following results can be obtained:
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1. Introduction
The electro-optical sensing equipment such as camera
systems are widely used in surveillance, monitoring,
searching and scan operations and target tracking
operations [1, 2]. Camera systems that are mounted on
various systems such as missiles, aircrafts, UAVs,
radars, boats and navigation instruments are subjected
to vibrations introduced by system movements, base
angular motion, the dynamics of camera system and
the camera mass unbalance. These vibrations cause the
line-of-sight (LOS) of the camera to shift, resulting in
serious degradation of the image or video quality. So, a
camera stabilizer is required to stabilize the LOS of
camera against system movements and disturbances [3,
4].
The camera stabilizer has two gimbal axes, namely,
yaw (azimuth) and pitch (elevation). The gimbal axes
are independently rotated through desirable angles by
two DC motors and gears which provides the required
actuating torque [5]. Camera stabilizers have complex
couplings and completely non-linear dynamic
equations in the form of multi-input/multi-output under
uncertainties [6]. In a camera stabilizer, there are extra
nonlinearities that make the stabilization task more
difficult [7]. Due to the complex couplings, non-linear
dynamics and the adverse effect of structured and unstructured uncertainties, control of a camera stabilizer
is a challenging problem. For applying the controllers
on the camera stabilizer and other gimbaled systems as
flight motion simulators, at first, these systems have to
be linearized and then controlled using linear control
design methods [8, 9].
Camera stabilization controllers generally use
classical PID. Although the PID framework solves
many control problems and is sufficiently flexible to
incorporate additional capabilities, it is reported that
many PID feedback loops are poorly adjusted. In
addition, these control strategies are known to lack
adaptability and robustness against changes in the
operation environment [10]. In the literature, several
improvements to PID controllers are provided [11-13].
For example, in order to decrease accumulating
integration error, which causes actuator saturation,
self–adjusting integral action is developed. In these
approaches, experimental results illustrate that this
self-tuning method yields higher precision and perfect
control performance under linearity; however, serious
disadvantages exist since nonlinear distortion destructs
stability in such systems [13]. According to the above
description, the controller based on the linear
approximation model has good control performance
around the set work point. However, when the system
is set away from the work point, the system function
will deteriorate sharply, and even the instability will
occur.
According to the above descriptions, to avoid the
disadvantages of the control based on the linear
approximation model and to overcome the extant

1396  زﻣﺴﺘﺎن-  ﺷﻤﺎره ﭼﻬﺎرم- ﺳﺎل ﭼﻬﺎردﻫﻢ-ﻣﺠﻠﻪ اﻧﺠﻤﻦ ﻣﻬﻨﺪﺳﯿﻦ ﺑﺮق و اﻟﮑﺘﺮوﻧﯿﮏ اﯾﺮان



control. For this reason, in this paper a voltage-based
AFSMC method is presented for controlling camera
stabilizer.
In this paper, it is attempted to propose solutions
having the following advantages:
1. Its design steps should be easy.
2. The control input should be based on voltage. In
other words, in the design of the proposed control
the dynamic equations of the camera stabilizer
actuators should be considered.
3. It should have the ability to overcome every type of
uncertainty existing in the dynamic equations of the
camera stabilizer such as parametric uncertainties,
un-modeled dynamics and external disturbances.
4. Single-input, single-output fuzzy rules are used in
the proposed approach so that the volume of
calculations of the control input are reduced and the
number of sensors for the practical implementation
of the proposed control is decreased.
5. Chattering is lacking in the amplitude of control
input and should be in an allowed range.
6. The number of adaptive rules in the control input
should be very few.
This paper is organized as follows: Section 2
describes the statement of the problem and control
strategy. In section 3, proposed control methods is
introduced in four sub-sections. At first, using dynamic
equations of the camera stabilizer as well as using
inverse dynamic method, a sliding mode controller is
designed. Mathematical proof demonstrates that a
closed-loop system with this controller has global
asymptotic stability. Next, to eliminate the control
input chattering, a ﬁrst order TSK fuzzy approximator
is designed. Despite the ability of the fuzzy sliding
mode control in restraining the control input chattering;
moreover, the proposed control has some problems
such as inability in approximating the bounds of
uncertainties as well as lack of stability proof of the
closed-loop system. To overcome these problems, an
adaptive fuzzy sliding mode control is designed.
Afterwards, to determine the optimum coefﬁcients of
the adaptive fuzzy sliding mode controller, chicken
swarm optimization (CSO) algorithm is used. In
section 4, design’s process steps of the proposed
control is explained. In section 5, to display the
performance of the proposed controllers and to
compare their function, simulations in four steps are
implemented on a camera stabilizer. In section 6,
advantages of the proposed control is presented.
Ultimately, conclusions of the present research are
given in Section 7.

2. Statement of the problem and control
strategy
As seen in figure 1, the camera stabilizer has two
spinning gimbals perpendicular to each other, namely,
inner gimbal and outer gimbal. The outer and inner
joints, named the azimuth axis and the elevation axis
respectively, both axes are driven by armature-
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1. Elimination of unfavorable phenomenon of
chattering in the control input.
2. Proof of global asymptotic stability of the closedloop system in the presence of structured and unstructured uncertainties in the dynamic equations of
the camera stabilizer.
3. In adaptive fuzzy sliding mode controllers, an
adaptive fuzzy approximator approximates the
bounds of the existing uncertainties. Therefore, the
input coefficients of the control is updated online
and the input control amplitude is placed in an
acceptable range. As a result, the costs of practical
implementation of the proposed control are
decreased.
4. Reduction of the coupling effect in the camera
stabilizer, and as a result, reduction of tracking
error and an increase in the accuracy of camera
stabilizer performance.
Although we can achieve the aforementioned
advantages using the adaptive fuzzy sliding mode
control. The various techniques of adaptive fuzzy
sliding mode control that are presented so far have
several merits and demerits; moreover, in some cases,
they are not implemental for controlling the camera
stabilizer.
In [33], an AFSMC controller has been presented to
overcome the existing uncertainties in a nonlinear
system. In this method, two adaptive type-2 fuzzy
systems have been used to estimate unknown
functions. Simulation results show that the proposed
control has a good performance in overcoming the
existing uncertainties and it makes the tracking error
converge to zero. Research shows although the type-2
fuzzy logic is very flexible in overcoming the existing
uncertainties in a camera stabilizer, it greatly increases
the computational burden of the control input. As a
result, there are some problems with the practical
implementation of the proposed controller.
An AFSMC controller has been designed in [34].
The proposed approach is only capable of overcoming
parametric uncertainties, but, in addition to parametric
uncertainties, camera stabilizer encounter un-structured
uncertainties and external disturbances. The AFSMC
controllers are also presented in [35-37]. Simulation
results and mathematical proof show the desirable
performance of the proposed controller. However, in
the proposed approaches, many adaptive fuzzy systems
have been used to estimate the unknown functions of
nonlinear systems. Therefore, the control input has a
high computational burden. Therefore in case of using
this method for control of camera stabilizer, if a delay
occurs during the calculation of the control input, it
will be impossible to guarantee the stability of the
closed-loop system.
In addition to above subjects, like many of the
mechatronic and robotic systems [38, 39], the reality is
that the camera stabilizer is set up using actuators.
Thus to control the camera stabilizer, the actuators
must be controlled [40]. This standpoint converts the
problems of camera stabilizer control to that of actuator

ሺܦሺݍሻ   ݎଶ ܬ ሻݍሷ  ሺܤሺݍǡ ݍሶ ሻ   ݎଶ ܤ ሻݍሶ  ܩሺݍሻ  ܶௗ 

controlled DC motors. Two encoders measure the
azimuth and elevation angles. The camera is mounted
at the center of the inner joint. The high frequency
rotational vibrations can lead to darkness in the camera
images, for this reason the inner joint has a freedom to
move a few degrees.
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 ܶௗ are defined. Where  ʹ אൈʹ is a

diagonal matrix. By the mentioned substituting,
equation (6) is simplified as:
 ݑൌ ܹ ିଵ ൫ܯሺݍሻݍሷ  ܥሺݍǡ ݍሶ ሻݍሶ  ܪሺݍǡ ݍሶ ሻ൯ǡ

Equation (7), has the following specifications:
Specifications 1: inertia matrix ሺሻ is symmetric and
positive-definite.
Specifications 2: ሶሺሻ െ ʹሺǡ ሶ ሻ is a skew-symmetric
matrix, as follows:

Fig. 1. The two-axis gimbal configuration
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Dynamic equations of the camera stabilizer with
double-revolute joints including both motor electrical
and mechanical dynamic, are expressed as:
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Where ሺሻ  אଶ is the vector of joint positions,
ሶ ሺሻ  אଶ is the vector of joint velocities, ሷ ሺሻ  אଶ is
the vector of joint accelerations,   אଶ is the vector of
armature currents, ሺሻ  אଶൈଶ is the inertia matrix,
which is symmetric and positive-definite, ሺǡ ሶ ሻ א
ͳܥ

ଶൈଶ represents the centrifugal and Coriolis forces, ܫ௭௭
is one of the moment of inertia of link 1 matrixentries
ʹܥ
ଶ
ʹܥ
ଶ
ଶ
ǡݕݔܫ
ǡ ܫ௫௭
ǡܫ௬௬
ǡ ܫ௬௭

with respect to its center of mass,ܫ௫௫
ʹܥ
are the entries of matrix of moment of inertia of
ܫ௭௭
link 2 with respect to its center of mass, ሺሻ  אଶ is
the gravitation vector, which due to the symmetrical
structure of the system, its elements are zero, ୢ  אଶ is
a vector including disturbances or un-modeled
dynamics, ܬ is the actuator and gear inertia matrix, ܤ
is the diagonal matrix of damping coefficient, L is the
armature inductance matrix, R is the armature
resistance matrix, ܭ is the diagonal matrix of motor
torque constant, ܭ is the matrix which characterizes
the electromechanical conversion between current and
torque, r is the gear ratio matrix and   ʹ אis the
armature voltages vector. With respect to second part
of the equation (1) we obtain:
௨
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Where ܶ is the motor torque, T is the load torque and
ݍ is the rotor position. The gear ratio relates the
position of motor to the joint position as follow:
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(8)

In this system, outer and inner joints of the camera
stabilizer is driven by a permanent magnet dc motor.
The executed torque on the joint to drive the camera
stabilizer is the load torque of motor. According to this
concept, the dynamic equation can be considered as
[38]:

In which:



(7)

(10)

According to the following equation, torque of the
motor is proportional to the armature current [41]:
ܶ ൌ ܭ ݅ǡ

(11)

According to the first and second order derivatives of
equation (10) and by substituting equation (11) in (9)
we obtain:
ܭݎ ݅ ൌ  ݎଶ ܬ ݍሷ   ݎଶ ܤ ݍሶ  ܶǡ

(12)

In which:
ܶ ൌ ܦሺݍሻݍሷ  ܤሺݍǡ ݍሶ ሻݍሶ  ܩሺݍሻ  ܶௗ Ǥ

(13)

Based on equations (9) to (13), we can plot the
general schematic of the system along the controller
according to figure 2. As seen in figure 2, control
strategy is based on the control of the motor voltage of
each joint. The desired trajectories ݍଵௗ , ݍଶௗ and their
first and second order derivatives are preset for
controller while the joint positions ݍଵ , ݍଶ and their first
order derivative and the motor current i are feedbacks
to controller in the real time processing.

(4)

Equation (4) in the first part of the equation (1) is
substituted as:
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To design sliding mode controller, according to the
equations (16) and (17), equation (7) is modified to:
 ݑൌ ܹ ିଵ ൫ܯሺݍሻݍሷ   ܯሺݍሻݏሶ ሺݐሻ  ܥሺݍǡ ݍሶ ሻݍሶ  

(18)

ܥሺݍǡ ݍሶ ሻݏሺݐሻ  ܪሺݍǡ ݍሶ ሻ൯ǡ

Here, the control law on the sliding mode is proposed
as:
 ݑൌ ݑො െ ݑ௦ ǡ

(19)

In which case ݑ௦ is the switching control law and ො is
determined as:
 ିଵ ቀܯ
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 ሺݍǡ ݍሶ ሻቁǡ
ݑො ൌ ܹ

(20)

 ሺሻ , ሺǡ ሶ ሻ
In fact, in equations (19) and (20), ܹ , 
and  ሺǡ ሶ ሻ are estimations of ܹ ିଵ , ሺሻ , ሺǡ ሶ ሻ and
ሺǡ ሶ ሻǡ respectively. Substituting equations (19) and
(20) in (18) we have:
 ିଵ

Fig. 2. The camera stabilizer control system

After the general schematic of the system is
determined, in the next section, a controller for this
system is designed in four steps according to a
consolidated procedure.
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(21)

 ሺݍሻݍሷ   ܥመ ሺݍǡ ݍሶ ሻݍሶ   ܪ
 ሺݍǡ ݍሶ ሻቁ െ ݑ௦ ǡ
 ିଵ ቀܯ
ܪሺݍǡ ݍሶ ሻ൯ ൌ ܹ

3. Proposed control methods

Equation (21) is simplified, in four steps, as:

The dynamic equations of the camera stabilizer is
extremely non-linear and due to existence of the
coupling between joints 1 and 2, the design of the
controller for this system is difficult. On the other
hand, due to existence of uncertainties such as unmodeled dynamics, disturbances and unknown
parameters, it is difficult to propose a precise dynamic
model for the camera stabilizer [5, 6]. For this reason,
the use of a nonlinear robust controller for controlling
this system can be considered as an appropriate choice.
In this section of the present paper, the method of
sliding mode control which is one of the mostly
applied methods of nonlinear robust control is utilized.
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To simplify the mentioned equations, οሺሻ ൌ
 ሺሻ െ ሺሻ, οሺǡ ሶ ሻ ൌ ܹܹ
 ିଵ ሺǡ ሶ ሻ െ ሺǡ ሶ ሻ,
 ିଵ 
ܹܹ
ିଵ  ሺǡ ሻ

ሶ െ ሺǡ ሶ ሻ,
ο ሺǡ ሶ ሻ ൌ ܹܹ
ο ൌ οሺሻሷ ୰ 
οሺǡ ሶ ሻሶ ୰  ο ሺǡ ሶ ሻ  ሺͳ െ ܹሻݑ௦ are defined and ݑ௦ ൌ
݊݃ݏܭሺݏሺݐሻሻ is determined, where in,  ൌ ሾଵ ǡ  ଶ ሿ is
a positive-definite diagonal matrix. Equation (25) is
simplified as:

(15)

ܯሺݍሻݏሶ ሺݐሻ  ܥሺݍǡ ݍሶ ሻݏሺݐሻ ൌ οܯሺݍሻݍሷ   οܥሺݍǡ ݍሶ ሻݍሶ   οܪሺݍǡ ݍሶ ሻ 

Inasmuch as the camera stabilizer is expressed by the
second order differential equation, hence equation (15)
with  ൌ ʹ is specified as:
ݍሶ  ൌ ݍሶ െ ݏሺݐሻǡ

(26)

ሺͳ െ ܹሻݑ௦ െ ݊݃ݏܭ൫ݏሺݐሻ൯ ൌ  ο݂ െ ݊݃ݏܭ൫ݏሺݐሻ൯Ǥ

Point 2: ο݂  אଶ is a vector including all structured
and un-structured uncertainties.
In order to prove closed-loop system stability of
equation (26), based on the dynamic features of camera
stabilizer, Lyapunov function candidate is proposed as:

(16)

Taking the derivative of the equation (16), we have:
ݍሷ  ൌ ݍሷ െ ݏሶ ሺݐሻǤ

(25)

ሺͳ െ ܹሻݑ௦ െ ݑ௦ ǡ

In equation (14),  ൌ  െ ୢ is the tracking error
vector in which  ൌ ሾଵ ଶ ሿ is the vector of joint
positions and ୢ ൌ ሾଵୢ ଶୢ ሿ is the vector of desired
trajectories and ɉ ൌ ሾɉଵ ǡ ɉଶ ሿ is a diagonal matrix in
which ɉଵ ǡ ɉଶ are constant and positive coefficients.
Usually, to design sliding mode controller, the variable
ሺ୬ିଵሻ
୰
is defined as:
ሺିଵሻ

(24)

(17)

Point 1: Inasmuch as , ሶ , ሷ and ሺሻ are ʹ ൈ ͳ
vectors, therefore ሶ ୰ and ሷ ୰ are ʹ ൈ ͳ vectors.
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 ିଵ ܥመ ሺݍǡ ݍሶ ሻെܥሺݍǡ ݍሶ ሻሻݍሶ   ሺܹܹ
 ିଵ ܪ
 ሺݍǡ ݍሶ ሻ െ ܪሺݍǡ ݍሶ ሻሻ െ
ሺܹܹ

To robust control of the camera stabilizer, the sliding
mode controller is designed. Consider a sliding surface
vector described as follows [42]:

ݍ

(23)

ܹݑ௦ ǡ

3.1. Design of sliding mode control

ܵሺݐሻ ൌ ሺ݀ൗ݀ ݐ ߣሻ݁ǡ

(22)

 ሺݍǡ ݍሶ ሻቁ െ ܹݑ௦ ǡ
 ିଵ ቀܯ
 ሺݍሻݍሷ   ܥመ ሺݍǡ ݍሶ ሻݍሶ   ܪ
ܹܹ

ଵ

ܸሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሺݐሻǡ

output fuzzy set is translated and changed to a crisp
value output by the defuzzification. The TSK fuzzy
model was proposed by Takagi, Sugeno and Kang in
an effort to develop a systematic approach to
generating fuzzy rules from a given input-output
dataset. Similarly, a first-order fuzzy TSK system is
delineated by fuzzy if-then rules which show the
relations between inputs and outputs. Generally, firstorder fuzzy TSK control system rules are introduced
as:

(27)

ଶ

Taking the derivative of the Lyapunov function in
equation (27), we have:
ଵ
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሶ ሺݐሻ    ் ݏሺݐሻܯሶሺݍሻݏሺݐሻǡ
ଶ

(28)

Due to the equation (8), equation (28) is rewritten as:
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻሺܯሺݍሻݏሶ ሺݐሻ  ܥሺݍǡ ݍሶ ሻݏሺݐሻሻǡ

(29)

With respect to equations (25) and (29), the following
equation is obtained:
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻሾο݂ െ ݊݃ݏܭሺݏሺݐሻሻሿ ൌ σଶୀଵሺݏ ሺݐሻሾο݂ െ

݂݅ݔଵ ݅ܣݏଵ ܽ݊݀ ǥ ܽ݊݀ݔ ݅ܣݏ ݄݊݁ݐ

(30)

ܭ ݊݃ݏሺݏ ሺݐሻሻሿሻǡ

Due to the equation (30), ୧ ሺݐሻ is the ith entry of sliding
surface vectors, ο୧ represents the ith entry of the vector
ο and  ୧ is the ith entry of the main diagonal of matrix
k. To prove closed-loop system stability, equation (30)
must be less than zero, as follows:
ܸሶ ሺݏሺݐሻሻ ൌ σଶୀଵሺݏ ሺݐሻሾο݂ െ ܭ ݊݃ݏሺݏ ሺݐሻሻሿሻ ൏ Ͳǡ

Where in  ൌ ͳǡʹǡ ǥ ǡ  and M is the number of
fuzzy rules. Ɍ୧ ’s are the output of these M fuzzy rules
and ୧ ǡ ୧ଵ ǡ ǥ ǡ ୧୬ are constant coefficients. In the
following, to design fuzzy sliding mode controller,
equation (19) could be stated as:

(31)
൜

Now, the mentioned equation is satisfied if:
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ܭ  ԡο݂ ԡǤ

of

fuzzy

sliding

ݑ ൌ ݑො  ܭǡ  ݏ൏ Ͳ
ǡ
ݑ ൌ ݑො െ ܭǡ ݏ Ͳ

(34)

According to equation (34), controller fuzzy rules
could be stated as:

(32)

As a result, by selecting appropriate K which satisfies
equation (32), closed-loop control system will possess
the global asymptotic stability.
Point 3: Although the closed-loop system with the
sliding mode control has a global asymptotic stability
in the presence of the existing uncertainties, due to the
use of the sgn(*) function in the control input, the
occurrence of the unfavorable chattering phenomenon
in the control input is unavoidable. Therefore, the
practical implementation of this controller is
problematic. For this reason in the next section, a fuzzy
system is proposed to eliminate the adverse
phenomenon of chattering in control input. This fuzzy
system prevents abrupt changes in the control input and
eliminates the unfavorable phenomenon of chattering
to a great extent.

3.2. Design
controller

(33)

ߦ  ൌ ܽ  ܽଵ ݔଵ   ڮ ܽ ݔ ǡ

݂݅ܣݏ݅ݏଵଵ ܽ݊݀ݑ ݅ܣݏଵଶ ܽ݊݀ݑ ݅ܣݏଵଷ ݄݊݁ݐ
ߦଵ ൌ ܽଵ  ܽଵଵ ݏሺݐሻ  ܽଵଶ ݑ  ܽଵଷ ݑ
݂݅ܣݏ݅ݏଵଶ ܽ݊݀ݑ ݅ܣݏଶଶ ܽ݊݀ݑ ݅ܣݏଶଷ ݄݊݁ݐ

(35)

ߦ ଶ ൌ ܽଶ  ܽଵଶ ݏሺݐሻ  ܽଶଶ ݑ  ܽଷଶ ݑ ǡ

In the aforesaid relation, ଵ ൌ ଶ ൌ ଵଵ ൌ ଶଶ ൌ ଶଵ ൌ ଵଷ ൌ
Ͳ and ଵଶ ൌ ଶଷ ൌ ͳ and membership functions will be
determined as:
ܣଵଵ

ͳ  ǡݏሺݐሻ  െͲǤͷ
ͳ െ ʹሺݏሺݐሻ  ͲǤͷሻଶ ǡ  െ ͲǤͷ  ݏሺݐሻ  Ͳ
ൌ

ଶ
ʹ۔ሺݏሺݐሻ െ ͲǤͷሻ ǡͲ  ݏሺݐሻ  ͲǤͷ
 Ͳ ەǡ ݏሺݐሻ  ͲǤͷǡ

(36)

ܣଵଶ

Ͳǡ ݏሺݐሻ  െͲǤͷ
ʹሺݏሺݐሻ  ͲǤͷሻଶ ǡ െ ͲǤͷ  ݏሺݐሻ  Ͳ
ൌ

ଶ
 ͳ۔െ ʹሺݏሺݐሻ െ ͲǤͷሻ ǡͲ  ݏሺݐሻ  ͲǤͷ
 ͳ ەǡ ݏሺݐሻ  ͲǤͷǡ

(37)

ܣଵଶ ൌ ܣଶଶ ൌ ͳǡ݈ ݑ݂݀݊ݑܾݎ݁ݓ ݑ  ݑ݂݀݊ݑܾݎ݁ݑǡ

(38)

ܣଵଷ

(39)

ۓ

ۓ

mode

A typical fuzzy system has one or more inputs and a
single output. A fuzzy system with multiple outputs
could be intended as a combination of several singleoutput systems [43].
Basically, a fuzzy system consists of four fundamental
components. The fuzzifier, the fuzzy rule base, fuzzy
inference engine and the defuzzifier. The fuzzification
and defuzzification play the role of an interface
between the fuzzy systems and the crisp systems. The
rule base is composed by a set of ‘‘if . . . then . . .’’
rules which can be defined based on human
experience. Each of fuzzy rules demonstrates a
relationship between the input and output variables.
For each fuzzy rule, based on the relationship
determined by the rule, the input fuzzy sets are mapped
to an output fuzzy set by the inference engine. Next, it
combines the fuzzy sets from all the rules that exist in
the rule base into the output fuzzy set. Ultimately, this

ൌ

ܣଶଷ

ൌ ͳǡ݈ ݑ݂݀݊ݑܾݎ݁ݓ ݑ  ݑ݂݀݊ݑܾݎ݁ݑǤ

Point 4: To design the controller for camera stabilizer,
designers need to have access to the information of
dynamic equations of camera stabilizer. In this case,
the uncertainties bound of the dynamic equations of
camera stabilizer is specified. As a result, for favorable
performance of camera stabilizer, the bound of exerted
voltage to motors is specified.
்
Suppose  ݔൌ ൣݏሺݐሻǡ ݑ ǡ ݑ ൧ to be input vector of
fuzzy TSK system, its output will be determined
according to the combination of fuzzy rules (35) and is
expressed as:
ݕൌ

σమసభ  ሺ௫ሻక  ሺ௫ሻ
σమసభ  ሺ௫ሻ

ǡ

୧

(40)
th

 ሺሻ is the firing strength of the i rule, that is obtained

from the following relation:
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ଵ

ܸሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሺݐሻǡ

(41)

ଶ

̶  ̶ כis the marker of a t-norm and Ɋ ሺ୨ ሻ demonstrates

In equation (45), ܸሺݏሺݐሻሻ is considered as an indicator
of the amount of energy of ݏሺݐሻ. The system stability is
guaranteed by selection a control law such that
ܸሶ ሺݏሺݐሻሻ ൏ Ͳ and ܸሶ ሺݏሺݐሻሻ ൌ Ͳ only when ݏሺݐሻ ൌ Ͳ. In
order to avoid undesirable effects of the system
uncertainty and reduce the energy of ݏሺݐሻ, a fuzzy gain
P is used in the adaptive fuzzy sliding mode control.
Equation (45) is differentiated with respect to the time,
we have:

ౠ

the membership degree of the input ୨ in the
membership function ୧୨ from the ith rule. In other
words, the output of the fuzzy system could be
described by the following equation:
 ݕൌ ߦ ் ߖሺݔሻǡ

(42)

Where, ߦ ൌ ሾߦଵ ǡ ߦ ଶ ሿ் is the vector of the centers of the
membership functions of y, Ȳሺݔሻ ൌ ሾȲሺݔሻଵ ǡ Ȳሺݔሻଶ ሿ்
represents the vector of the height of the membership
functions of y where in:
൜

ߖሺݔሻଵ ൌ ݂ ଵ ሺݔሻΤ݂ ଵ ሺݔሻ  ݂ ଶ ሺݔሻ

ߖሺݔሻଶ ൌ ݂ ଶ ሺݔሻΤ݂ ଵ ሺݔሻ  ݂ ଶ ሺݔሻ Ǥ

ଵ
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሶ ሺݐሻ    ் ݏሺݐሻܯሶሺݍሻݏሺݐሻǡ
ଶ

ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺܯሺݍሻݏሶ ሺݐሻ  ܥሺݍǡ ݍሶ ሻݏሺݐሻሻǡ

(47)

With respect to equations (26), (44) and (47), the
following equation is obtained:
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻሾο݂ െ ܲ െ ߙሿ ൌ σଶୀଵሺݏ ሺݐሻሾο݂ െ ܲ െ ߙ ሿሻǡ

(48)

From equation (48), it can be concluded that ܸሶ ሺݏሺݐሻሻ ൏
Ͳ only if:
൜

ܲ ൏ ο݂ െ ߙ ǡݏ ሺݐሻ ൏ Ͳ

ܲ  ο݂ െ ߙ ǡݏ ሺݐሻ  Ͳ

(49)

In the other words, if ԡݏ ሺݐሻԡ is too small, a smaller
value of ܲ can further guarantee the system stability.
And so on, if ԡݏ ሺݐሻԡ is too large then, a larger value of
ܲ can further guarantee the closed-loop system
stability with adaptive fuzzy sliding mode control.
Ultimately, if ݏ ሺݐሻ ൌ Ͳ then, the value of ܲ could be
selected to be equal to zero.
According to the above description, This concept is
similar to the idea of applying the function Sat ሺכሻ. The
diơerence is that the control gain is different along
with the sliding surface at all times. Furthermore, for
the sake guarantee that P is able to compensating the
disadvantages caused of system uncertainty, an
adaptive law is designed. It is clear by these analyses
that the value of P could be determined by the value of
the sliding surface ݏሺݐሻ. With these qualities, the fuzzy
system for P must be a SISO system, with ݏሺݐሻ as the
input and P as the output variable. The rules in the rule
base are in the following specified format:

݂݅ݏሺݐሻ݅ܣݏ
 ܤݏ݄݅ܲ݊݁ݐ ǡ

(50)

୫
In which ܣ୫
୧ and ܤ୧ are fuzzy sets. In this paper, the
same type of membership functions, i.e. NB, NM, NS,
ZE, PS, PM, PB are selected for both ݏሺݐሻ and P where,
N stands for negative, P positive, B big, M medium, S
small and ZE zero. These are all Gaussian membership
functions deﬁned by considering to the following
equation:

3.3. Design of adaptive fuzzy sliding
mode controller
[ Downloaded from jiaeee.com on 2023-01-07 ]

(46)

According to the equation (8), equation (46) is
rewritten as follows:

(43)

The proposed fuzzy sliding mode control includes
some advantages which are mentioned below:
1. The proposed fuzzy system prevents the abrupt
changes in the control input and thereby prevents
chattering.
2. The rule base of the fuzzy system has only two
rules. Therefore, the control input has a small
number of calculations.
3. By suitable adjustment of the scaling factors of the
fuzzy system inputs, the tracking errors of the joints
of camera stabilizer can converge to zero.
Despite the aforementioned advantages, the proposed
control has some disadvantages which are as follows:
1. The proposed control is not able to approximate the
bounds of the existing uncertainties. In other words,
the vector of coefficients K is determined based on
the information in the system and by the designer.
As a result, in case a large vector of coefficients K
is selected, the amplitude of control input also
increases.
2. The proposed fuzzy sliding mode control lacks
proof of the closed-loop system stability.
Given the above disadvantages, in the next section
of the present paper, an adaptive fuzzy system is
designed such that it approximates the bounds of the
existing uncertainties and also possesses the proof of
the closed-loop system stability.

According to equations (19) and (26), definitely this
theme can be deduced that the reason for the
occurrence of chattering phenomenon in conventional
classic sliding mode control rooted in the existence of
the constant coefficient K and the Sign function. With
these qualities, assume that the control gain ݊݃ݏܭሺݏሺݐሻሻ
is replaced by a fuzzy gain P. Henceforth, the new
control input could be written as:
 ݑൌ ݑො െ ߙ െ ܲǤ

(45)

௫ ିఏ ଶ

ߤ ሺݔ ሻ ൌ ݁ݔሾെ ቀ

ఙ

ቁ ሿǡ

(51)

In which, ‘‘A’’ represents one of the fuzzy sets NB, ...,
PB and ݔ denotes ݏሺݐሻ or ܲ. ߠ is the center of ‘‘A’’ and
ߪ is the width of ‘‘A’’. In spite of the fact that the
membership functions for ݏሺݐሻ and P have the similar
titles, proportionally, the values of the center and the
width of the membership function with a similar title
for ݏሺݐሻ and P are diơerent; respectively. The

(44)

In equation (44), Ƚ is a positive constant. To design the
adaptive fuzzy controller, the following candidate
Lyapunov function is proposed:
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݂  ሺݔሻ ൌ ߤభ ሺݔଵ ሻ ߤ כమ ሺݔଶ ሻ ߤ כయ ሺݔଷ ሻǡ

ଵ
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻሾο݂ െ ܲ െ ߙሿ  ߦሚ் ߦሶ ǡ

parameters of the membership functions of P are
updated online insomuch, those of ݏሺݐሻ have predefined
quantities. Therefore, the controller is an adaptive
controller.
According to the deﬁnitions of the input and output
membership functions and base on the above discussed
topics, the following rules could be determined as the
rule base:

Equation (57) is substituted in equation (60) and the
result is rewritten as follows:
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻൣο݂ െ ߦሚ் ߖ൫ݏሺݐሻ൯ െ ߦ ߖ ் כሺݏሺݐሻሻ െ ߙ൧ 
ଵ
ఌ

ଵ
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻൣο݂ െ ߦ ߖ ் כ൫ݏሺݐሻ൯ െ ߙ൧  ߦሚ் ቂ ߦሶ െ
ఌ

݂݅ݏሺݐሻ݅ܯܰݏ݄݅ܲ݊݁ݐܯܰݏ
݂݅ݏሺݐሻ݅ ܧܼݏ݄݅ܲ݊݁ݐܧܼݏ

According to equation (62), the adaptive rule could be
selected as follows:

(52)

݂݅ݏሺݐሻ݅ܵܲݏ݄݅ܲ݊݁ݐܵܲݏ

ߦሶ ൌ ߝ ் ݏሺݐሻߖሺݏሺݐሻሻǡ

݂݅ݏሺݐሻ݅ܯܲݏ݄݅ܲ݊݁ݐܯܲݏ
݂݅ݏሺݐሻ݅ܤܲݏ݄݅ܲ݊݁ݐܤܲݏǤ

ൌ ߦ ் ߖሺݏሺݐሻሻǡ

ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻൣο݂ െ ߦ ߖ ் כ൫ݏሺݐሻ൯ െ ߙ൧ ǡ

(53)

ܸሶ ሺݏሺݐሻሻ ൏ ሺߚ െ ߙሻԡ ் ݏሺݐሻԡǡ


ߖሺݏሺݐሻሻ ൌ ςୀଵ ߤ ሺݏሺݐሻሻൗσெ
ୀଵ ςୀଵ ߤ ሺݏሺݐሻሻǤ
ೕ

ೕ

(54)

 ݑൌ ݑො െ ߙ െ ܲ 
ۓ
 ିଵ ቀܯ
 ሺݍሻݍሷ   ܥመ ሺݍǡ ݍሶ ሻݍሶ   ܪ
 ሺݍǡ ݍሶ ሻቁ 
ۖݑො ൌ ܹ
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known as the function basis vector and can be intended
as the weight of the parameter vector. Next, define ߦ כ
so ܲ ൌ ߦ  ் כȲሺݏሺݐሻሻ is the optimal compensation for ȟ݂.
According to the Wang’s theorem [43], there exists
ߚ  Ͳ which satisfies the following inequality:
߂݂ െ ܲ ൌ ߂݂ െ ߦ ߖ ் כሺݏሺݐሻሻ ൏ ߚǡ

 ܲ ۔ൌ ߦ ் ߖሺݏሺݐሻሻ
ۖ ሶ
்
 ߦ ەൌ ߝ ݏሺݐሻߖ൫ݏሺݐሻ൯Ǥ  

(56)

According to equations (53) and (56) it is concluded
that:
ܲ ൌ ߦሚ் ߖሺݏሺݐሻሻ  ߦ ߖ ் כሺݏሺݐሻሻǤ

(57)

When all the details of designing adaptive fuzzy
control are analyzed, for the design it, the candidate
Lyapunov function is modified and the equation (45) is
rewritten as follows:
ଵ

ଵ

ଶ

ଶఌ

ܸሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሺݐሻ 

ߦሚ் ߦሚǡ

3.4. Chicken
Algorithm

(58)

In which, ߝis a constant parameter that is greater than
zero. Equation (58) is differentiated with respect to the
time and the following equation is obtained:
ଵ
ܸሶ ሺݏሺݐሻሻ ൌ  ் ݏሺݐሻܯሺݍሻݏሶ ሺݐሻ    ் ݏሺݐሻܯሶሺݍሻݏሺݐሻ 
ଶ



(66)

Point 5: In the proposed control, although the vector P
is updated during the control of the camera stabilizer,
there are coefficients such as α, ε and the coefficients
of the sliding surfaces in the proposed control which
should still be adjusted using trial and error method.
The suitable choice of these coefficients has a
considerable effect on the reduction of the tracking
error as well as the amplitude of control input.
Therefore, in the next section, it is attempted to adjust
these coefficients via chicken swarm optimization
algorithm.

(55)

In the mentioned inequality, ߚ is approximation error
and it can be as small as possible. After that, define:
ߦሚ ൌ ߦ െ ߦ  כǡ

(65)

Equation (65) demonstrates that by properly choosing
the coefficient ߙ, ܸሶ ሺݏሺݐሻሻ ൏ Ͳ is satisfied. Accordingly,
the closed-loop system with adaptive fuzzy sliding
mode control is globally asymptotically stable in
presence of all structured and unstructured
uncertainties. Finally, to summarize our discussion, the
proposed control input is expressed as follows:

ߦ is chosen as a parameter to be updated and for this
reason it is called the parameter vector. Ȳሺݏሺݐሻሻ is

ଶఌ

(64)

With respect to equations (55) and (64) it is concluded
that:

Where M is the amount of the rules.
ߦ ൌ ሾߦଵ ǡ  ڮǡ ߦ  ǡ  ڮǡ ߦ ெ ሿ் ,
Ȳሺݏሺݐሻሻ ൌ
And
also,
ଵ

ሾȲሺݏሺݐሻሻ ǡ  ڮǡ Ȳሺݏሺݐሻሻ ǡ  ڮǡ Ȳሺݏሺݐሻሻெ ሿ் and Ȳሺݏሺݐሻሻ denoted
as follows:

ଵ

(63)

By choosing the aforementioned adaptive rule,
equation (62) is simplified as follows:

In addition, on the basis of our knowledge of fuzzy
systems and considering the equations (40) and (42),
fuzzy gain P can be written as follows:
σಾ
సభ ఓಲ ሺ௦ሺ௧ሻሻ

(62)

 ் ݏሺݐሻߖሺݏሺݐሻሻቃǡ

݂݅ݏሺݐሻ݅ܵܰݏ݄݅ܲ݊݁ݐܵܰݏ


σಾ
సభ క ఓಲ ሺ௦ሺ௧ሻሻ

(61)

ߦሚ் ߦሶ ǡ

Then, equation (61) is reorganized as follows:

݂݅ݏሺݐሻ݅ ܤܰݏ݄݅ܲ݊݁ݐܤܰݏ

ܲൌ

(60)

ఌ

Swarm

Optimization

In this section, a novel bio-inspired algorithm, Chicken
Swarm Optimization (CSO) [44], is studied. To
mathematical development of the CSO, chickens’
behaviors is idealized by the rules stated below:
1. Several groups is available in the chicken swarm.
Each group possesses a predominant rooster, a pair
of hens and chicks.
2. How to distribute the chicken swarm to various
groups and specify the certain identity of the
chickens (roosters, hens and chicks) all depending
on the physical fitness values of the chickens
themselves. The chickens with best various

(59)

ሺߦሚ்ሶ ߦሚ  ߦሚ் ߦሚሶሻǡ

Based on equations (8), (47) and (48), simplifying
equation (59) results in:
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physical fitness values would be acted as roosters,
either one of which would be the head rooster in a
specified group. The chickens with weakest fitness
values would be determinate as chicks. All the
others would be hens. The hens at random select
which group to live in. The mother-child
relationship between the hens and the chicks is as
well as accidentally specified.
3. The hierarchical regularity, overlord relationship
and mother and child relationship in a group will
remain without changes. These situation just update
every various (G) time steps.
4. Chickens pursue their group- helpmate rooster to
seek food, whereas they may rebuff the ones from
eating their own food. Consider chickens would at
random grab the good food formerly obtain by
others. The chicks search for food surrounding their
mother. The predominant individuals have
excellence in rivalry for food.
Suppose RN, HN, CN and MN demonstrate the
number of the roosters, the hens, the chicks and the
mother hens, respectively. The best RN chickens
would be supposed to be roosters, whereas the weakest
CN ones would be considered like chicks. Others are
under treatment, as hens. All N figurative chickens,
௧
ሺ݅ א
portrayed by their special positions ݔǡ
ሾͳǡ ǥ ǡ ܰሿǡ ݆  אሾͳǡ ǥ ǡ ܦሿሻ at time step t, looking for food
in a D-dimensional space. In these situations, the
optimization problems are the minimal of those.
Hence, the best RN chickens is equivalent to the ones
with RN minimal physical fitness values. The roosters
with superior physical fitness values have precedence
for food accessibility than the ones with worse physical
fitness values. To simplify the expression of issue, this
item can be simulated with the condition that the
roosters with better physical fitness values can looking
for food in a broader range of places than that of the
roosters with weakest fitness values. This can be
formulated as:

ߘଶ ൌ ൝

ͳ ǡ݂݂݅  ݂ 
ሺ ି ሻ

݁ ݔቀ ȁೖ ȁା௰ ቁ ǡ݁ݏ݅ݓݎ݄݁ݐ

Ǣ ݇  אሾͳǡ ܰሿǡ ݇ ് ݅Ǥ

ܼଵ ൌ ݁ݔሺ൫݂ െ ݂భ ൯ Ȁሺܾܽݏሺ݂ ሻ  ߁ሻሻ Ǥ

(70)

ܼଶ ൌ ݁ݔ൫݂మ െ ݂ ൯Ǥ

(71)

In which Rand is a monotone random number in
the range of [0, 1]. ݎଵ   אሾͳǡ ǥ ǡ ܰሿ is an indicator of the
rooster, which is the ith hen’s group-helpmate, while
ݎଶ   אሾͳǡ ǥ ǡ ܰሿ is an indicator of the chicken (hen or
rooster), which is at random selected from the swarm.
ݎଵ ് ݎଶ . It is obvious that, ݂  ݂భ and ݂  ݂మ thus ܼଶ ൏
ͳ ൏ ܼଵ . Suppose ܼଵ ൌ Ͳ , then the ith hen would fodder
for food only followed by another chickens. The
paramount the difference of the two chickens’ physical
fitness values, the lesser ܼଶ and the bigger the split
between the two chickens’ positions is. Therefore the
hens would not comfortably rob the food found by
another chickens. The sake that the formula form of ܼଵ
distinct from that of ܼଶ ൌ Ͳ is that there exist rivalries
in a group. For simplicity's sake, the physical fitness
values of the chickens compared to the physical fitness
value of the rooster are simulated as the rivalries
between chickens in a group. Suppose ܼଶ ൌ Ͳ, then the
ith hen would fodder for food in their own scope. For
the specified group, the rooster’s physical fitness value
is distinctive. Therefore the lesser the ith hen’s physical
fitness value, the closer ܼଵ approaches to 1and the
lesser the split between the positions of the ith hen and
its group-helpmate rooster is. Therefore the more
predominant hens would be more probable than the
more docile ones to eat the food. The chickens move
around their mother to fodder for food. This concept is
formulated as follows:
௧ାଵ
௧
௧
௧
ݔǡ
ൌ ݔǡ
  כ ܮܨሺݔǡ
െ ݔǡ
ሻǤ

(72)

௧
In which ݔǡ
signify the position of the ith chick’s
motherሺ݉   אሾͳǡ ܰሿሻ. ܮܨሺ א ܮܨሺͲǡʹሻሻ is a parameter,
which denotes that the chick would pursue its mother
to fodder for food. Consider the exclusive distinctions,
the FL of each chick would at random choose between
0 and 2. The framework of the CSO is expressed in
[44].

(67)
(68)
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(69)

௧
ሺݔ௧మ ǡ െ ݔǡ
ሻǤ

Which RandnሺͲǡ ଶ ሻ is a gaussian distribution with
mean 0 and standard deviation ଶ . ߁ which is utilized
to prevent zero-division-error, is the smallest constant
value in the computer. k a rooster’s indicator, is at
random chosen from the roosters group, f is the
physical fitness value of the corresponding x
parameter.
But about the hens, they can pursue their grouphelpmate roosters to looking for food. Furthermore,
they would also haphazardly rob the good food
detected by other chickens, although they would be
suppressed by other chickens. The more prominent
hens would have benefit in competition for food than
the more docile ones. These expressed phenomenon
can be formulated mathematically as follows:

4. Design's

process
proposed control

steps

of

the

In this section of the paper, the details of
implementation of the proposed control is discussed.
To implement this control method, the following steps
should be pursued:
1. Determination of the tracking errors ݁ଵ ሺݐሻ and ݁ଶ ሺݐሻ.
2. Determination of the sliding surfaces, through the
initial choice of the constant and positive values of
ߣଵ and ߣଶ .
3. Determination of ሶ ୰ and ሷ ୰ through equations (16)
and (17).
 ିଵ ,
4. Determination of the estimated dynamics ܹ
 ሺሻ, ሺǡ ሶ ሻ and  ሺǡ ሶ ሻ. In this case, the vector ݑො

in the input of the proposed control is determined.
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௧ାଵ
௧
ݔǡ
ൌ ݔǡ
 כ൫ͳ  ܴܽ݊݀݊ሺͲǡ ߘ ଶ ሻ൯Ǥ

௧ାଵ
௧
௧
ݔǡ
ൌ ݔǡ
 ܼଵ  כ ܴ݀݊ܽ כሺݔ௧భ ǡ െ ݔǡ
ሻ  ܼଶ כ ܴ݀݊ܽ כ

5. Initial determination of the constant and positive
coefficient ߝଵ and ߝଶ .
6. Determination of the membership functions of the
sliding surfaces and determination of Ȳሺݏሺݐሻሻ
through equation (54). In this case, the vector
Ȳሺሺሻሻ is determined.
7. Determination of the vector ߦ through integrating
equation (63).
8. Determination of the vector P through equation
(53) and initial determination of the vector of
coefficients ߙ according to the information

available from the bounds of the uncertainties of
the system.
9. Use of chicken swarm optimization algorithm to redetermine the optimal values from the entries of the
vectors ߣ, ߝ and ߙ.

5. Simulation results
In this section of the paper, simulations in four steps
are applied on the camera stabilizer to investigate the
performance of the proposed controllers. In these
simulations, the matrix of the inertia moment of the
links 1 and 2 is considered according to table 1.

Table. 1. Moment of inertia matrices of camera stabilizer links
ͶǤͲͲͺͺ
ͲǤͲͳʹͶ
ͲǤͲͶͻ

Moments of inertia matrix of link 1
 େଵ

ͲǤͳͳͲͶ

Ͳ
െͲǤͲͳͳ

Moments of inertia matrix of link 2
େଶ

Furthermore, the parameters of the electrical motors 1
and 2 are specified according to Table 2. It is worth
remembering that the angular position of the electrical

ͲǤͲͳʹͶ
ͶǤͶͻͲ
ͲǤͲͲͻʹ

ͲǤͲͶͻ
ͲǤͲͲͻʹ൩ ݃ܭǤ ݉ଶ
ʹǤͷͶͳͶ

െͲǤͲͳͳ
Ͳ
൩ ݃ܭǤ ݉ଶ
Ͳ
ͲǤͳͳͳ
ͲǤͲͲͶ
Ͳ

motor 1 determines azimuth angle and the angular
position of the electrical motor 2 determines angle of
sight.

Table. 2. Parameters of permanent magnet dc motors
መ ൌ ͲǤͲͲͲͳͷͷ
భ

መ ൌ ͲǤͲͲͲͳͳ
మ

మ ൌ ͲǤͲʹͳ

  ൌ ͲǤʹʹͺ

భ

  ൌ ͲǤͲ͵ʹ

మ

 భ ൌ ͳͳͻ

 మ ൌ ʹͷǤ

  ൌ ͳʹͷ

భ

  ൌ ʹͺǤ

మ

 భ ൌ ʹǤ

 మ ൌ ͲǤʹͶ

  ൌ ʹǤͺ

భ

  ൌ ͲǤʹͺͺ

మ

ܴଵ ൌ ͲǤͳ

ܴଶ ൌ ͲǤͶͻͷ

ܴଵ ൌ ͲǤͳͺ

ܴଶ ൌ ͲǤͶ

ݎଵ ൌ ͲǤͲͳͳ

ݎଶ ൌ ͲǤͳͺ

ݎƸଵ ൌ ͲǤͲͳͳͳ

ݎƸଶ ൌ ͲǤͳͺʹ

ܮଵ ൌ ͲǤͲͺ

ܮଶ ൌ ͲǤͲͶ

ܮଵ ൌ ͲǤͲͺͷ

ܮଶ ൌ ͲǤͲͶͷ

భ

ൌ ͲǤͲͲͲͳͶ
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భ ൌ ͲǤʹʹ

మ

ൌ ͲǤͲͲͲͳ

 , 
 , 
 , 
 , 
 , 
  , ܴଵ ,
Point 6: መభ , መమ , 
భ
మ
భ
మ
భ
మ
ܴଶ , ݎƸଵ , ݎƸଶ , ଵ and ଶ are the estimations from the actual
quantities of భ , మ , భ , మ ,  భ ,  మ ,  భ ,  మ ,
ܴଵ , ܴଶ , ݎଵ , ݎଶ , ܮଵ and ଶ which have been used in
calculation of ො.
The assumed values of disturbances or un-modeled
dynamics are considered as ܶௗభ ൌ ͷ and ܶௗమ ൌ ʹ. The
quantities of parameters in controller (25) which have
been used in this simulation are presented in Table 3.
(a) Desired and actual trajectory for azimuth angle

Table. 3. Parameters of controller (25)
ଵ ൌͳͲ

 ଶ ൌͷ

ɉଵ ൌͷͲ

ɉଶ ൌ͵Ͳ

5.1. Step 1 of simulation (SMC)
In step 1 of simulation, sliding mode control of
equation (25) is applied for camera stabilizer. After
performing the simulation, desired and actual
trajectories have been shown in figure 3. It is worth
mentioning that the desired trajectory begins at
ሺݍଵబ  ǡ ݍଶబ ሻ ൌ ሺͲǡ Ͳሻ.

(b) Desired and actual trajectory for angle of sight
Fig. 3. Desired and actual trajectories for joints 1 and 2
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Tracking errors of joints 1 and 2 are shown in figure 4.

Fig. 6. The sliding surfaces in sliding mode control

According to equations (25), (26) and (32) it is
evident that knowing the bounds of structured and unstructured uncertainties (ο) has a significant role in
determining the coefficients of the vector K and finally
in determining the stability of the closed-loop system.
Thus ο is shown in figure 7.

Fig. 4. Tracking errors of the joints 1 and 2, in sliding
mode control

According to figures 3 and 4, it is evident that the
precise tracking in joints 1 and 2 have been occurred,
such that the maximum tracking error for azimuth
angle and angle of sight are ͳ͵Ǥͷ ൈ ͳͲିସ ܴܽ݀ and ͷǤͳ ൈ
ͳͲିହ ܴܽ݀ , respectively. Figure 5 shows control inputs
for azimuth and elevation motors.

(a) All structured and un-structured uncertainties for
joint 1

(b) All structured and un-structured uncertainties for
joint 2
(b) Exerted control input to motor 2

Fig. 7. All structured and un-structured uncertainties
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Fig. 5. Exerted control inputs to motors 1 and 2, in sliding
mode control

According to figure 7, it is obvious that the bounds
of structured and un-structured uncertainties for the
joints 1 and 2 are completely specified. For this reason,
the equation of ԡο݂ ԡ can be depicted in joints 1 and 2
as in figure 8.

As can be seen in figure 5, the chattering domain of
exerted control inputs to motor 1 (azimuth motor) and
motor 2 (elevation motor) are 0.26 to 42.17 volts and
0.68 to 12.35 volts, respectively. This chattering can
lead to the activation of the nonlinear dynamic modes
of the camera stabilizer and erosion of the azimuth and
elevation motors, and finally causes instability in the
control system and damage to the physical structure of
the camera stabilizer. In addition, as it is understood
from figure 8, the maximum of input voltage amplitude
of motors 1 and 2 are 23.78 volt and 6.27 volt,
respectively. In figure 6, the chattering of the sliding
surfaces ݏଵ and ݏଶ is obvious.
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(a) Exerted control input to motor 1

According to figure 9, high chattering and nonsmooth variations in the diagrams of ܭଵ ݊݃ݏሺݏଵ ሺݐሻሻ and
ܭଶ ݊݃ݏሺݏଶ ሺݐሻሻ is observed. In the next step of simulation,
to overcome the adverse chattering phenomenon in
control inputs, fuzzy sliding mode control input is
applied and simulated for camera stabilizer.

5.2. Step 2 of simulation (FSMC)
After applying the fuzzy sliding mode control input to
camera stabilizer, simulation is executed. Tracking
errors of joints 1 and 2 are shown in figure 10.
By comparing figures 4 and 10, it is obvious that a
more precise tracking in comparison with the previous
step of simulation is conducted in joints 1 and 2, such
that the maximum tracking error in azimuth and
elevation are ͳͳ ൈ ͳͲିହ ܴܽ݀ and ͷǤͳ ൈ ͳͲି ܴܽ݀ ,
respectively. In figure 11, the applied control inputs to
the azimuth and elevation motors are displayed.

(a) ԡοࢌ ԡ for joint 1 (i=1)

(b) ԡοࢌ ԡ for joint 2 (i=2)
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Fig. 8. ԡοࢌ ԡ for joints 1 and 2 (i=1,2)

According to figure 8 and equation (32), the
allowed range for determining the coefficients of the
vector K is completely specified. On the other hand,
according to table 3 and the values of the control
parameters mentioned, it can be concluded that the
values of ܭଵ and ܭଶ are truly determined and used in
the structure of the control system. Next, according to
the mentioned values of ܭଵ and ܭଶ the diagram of the
changes in ݊݃ݏܭሺݏሺݐሻሻ in terms of time is plotted in
figure 9.

Fig. 10. Tracking errors of the joints 1 and 2, in fuzzy
sliding mode control

(a) The control gain ࡷ ࢙ࢍሺ࢙ ሺ࢚ሻሻ

(a) Exerted control input to motor 1

(b) The control gain ࡷ ࢙ࢍሺ࢙ ሺ࢚ሻሻ
Fig. 9. The control gain ࡷ࢙ࢍሺ࢙ሺ࢚ሻሻ, in sliding mode
control
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(b) The fuzzy gain ࡼ
(b) Exerted control input to motor 2

Fig. 12. The fuzzy gain P, in adaptive fuzzy sliding mode
control

Fig. 11. Exerted control inputs to motors 1 and 2, in fuzzy
sliding mode control

By comparing figures 9 and 12, lack of chattering
and smooth approximation of the control gains ܲଵ and
ܲଶ is observable. This suitable approximation shows
that the adaptive fuzzy system functions satisfactorily
and has specified the bounds of the existing
uncertainties. Tracking errors of joints 1 and 2 are
shown in figure 13.

According to figure 11, it is observed that the
control inputs have negligible chattering in a limited
time intervals. In addition, the maximum input voltages
of the motors 1 and 2 are ͳͻǤܸ ݐ݈and ͶǤͻܸݐ݈,
respectively. According to the remarks stated in section
3-2, the adaptive fuzzy sliding mode control input is
applied to the camera stabilizer in the next step of the
simulation.

5.3. Step 3 of simulation (AFSMC)
In this step of simulation, according to Table 4, entries
of vectors ε and α are adjusted.

ɂଵ ൌͷ

ɂଶ ൌͷʹ

Ƚ ൌͶǤ͵

Ƚ ൌ͵ǤͶʹ

Fig. 13. Tracking errors of the joints 1 and 2, in adaptive
fuzzy sliding mode control

After applying input of the adaptive fuzzy sliding
mode control to the camera stabilizer, and conducting
the simulations, the results are presented as follows:
After performing the simulation, the diagram of the
variations in the vector P in terms of time is plotted in
figure 12.

By comparing figure 13 with figures 4 and 10, the
considerable reduction of the tracking error in this step
of the simulations is remarkable. The maximum
tracking error in the azimuth is ͳͳǤ ൈ ͳͲି ܴܽ݀ and in
the elevation, it is ͺǤͻ ൈ ͳͲି ܴܽ݀. Figure 14 shows
exerted control inputs for azimuth and elevation
motors.

(a) The fuzzy gain ࡼ

(a) Exerted control input to motor 1
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Table. 4. Quantities of controlling parameters ઽ , ઽ , ࢻ
and ࢻ utilized in adaptive fuzzy sliding mode

control input structure of the camera stabilizer. After
executing the simulation, tracking errors of joints 1 and
2 are indicated in figure 16.

(b) Exerted control input to motor 2
Fig. 14. Exerted control inputs to motors 1 and 2, in
adaptive fuzzy sliding mode control

According to figure 14, it is clear that control inputs
have no chattering. In addition, the maximum
amplitude of the input voltage of motors 1 and 2 are
ͳͺǤͶܸ ݐ݈and ͶǤͶܸݐ݈ǡ respectively. Figure 15 shows
the sliding surfaces ݏଵ and ݏଶ .

(a) Tracking errors for various quantities of ઽ and ઽ in
azimuth angle

(b) Tracking errors for various quantities of ઽ and ઽ in
angle of sight
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Fig. 15. The sliding surfaces in adaptive fuzzy sliding
mode control

Fig. 16. The tracking errors for various quantities of
ઽ and ઽ in azimuth angle and angle of sight

By paying attention to figure 15 and comparing it
with figure 6, it is evident that the sliding surfaces ݏଵ
and ݏଶ have no chattering and have smooth vibrations
around the zero sliding surface. As was predicted, in
this step of the simulations with smooth and desirable
approximation of vector P, the control targets such as
lack of the chattering of the control input and minimum
tracking error, to a great extent are more favorable
compared to the previous steps of simulation.
However, it should be remembered that in addition to
the vector P, the suitable choice of the coefficients of
vector ߝ can lead to far more precise tracking and lower
tracking error. Therefore, to investigate the effect of
different values of the vector ߝ in decreasing the
tracking error, different values of the coefficients of the
vector ߝ is used in the adaptive fuzzy sliding mode
control of camera stabilizer according to table 5.

By concentrating on figure 16, the reduction of the
tracking error in the joints 1 and 2 is observable by the
increase in the control coefficients of ߝଵ and ߝଶ . As it is
evident, by applying εଵ ൌ ͷͶ͵ and εଶ ൌ ͷͶʹͲ, the
minimum tracking error results is obtained such that in
this case, the maximum tracking error is ͵ǤͶ ൈ
ͳͲି ܴܽ݀ in the azimuth and ͵ǤͶͶ ൈ ͳͲି଼ ܴܽ݀in the
elevation. According to figure 17, by applying these
coefficients of the vector ߝ, despite the considerable
reduction in the tracking error, the amplitude of control
inputs has not substantially increased.

Table. 5. Quantities of ઽ and ઽ utilized in adaptive rule
of equation (63)
1

εଵ ൌ ͳͲ

εଶ ൌ ͳʹͷ

2

εଵ ൌ ͳͳʹ

εଶ ൌ ͳͳͲͲ

3

εଵ ൌ ͷͶ͵

εଶ ൌ ͷͶʹͲ

In three steps, different values of the coefficient of
vector ߝ is applied to the adaptive fuzzy sliding mode

(a) Exerted control input to motor 1
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(b) Exerted control input to motor 2

Fig. 18. Exerted challenging disturbances to the camera
stabilizer

Fig. 17. Exerted control inputs to motors 1 and 2 for
ઽ ൌ  and ઽ ൌ 

To clarify the design of the optimal adaptive fuzzy
sliding mode control for the camera stabilizer, the
diagram block of the closed-loop system is depicted in
figure 19.

So far in previous three steps of simulation, a
constant quantity of disturbance is applied to the
camera stabilizer. In the next step of simulation, to
establish more challenges in performance of controller
and also to test the robustness of the adaptive fuzzy
sliding mode control against disturbances, the control
system is challenged and external time varying
disturbances are applied to the camera stabilizer.

5.4. Step 4 of simulation (OAFSMC)

Fig. 19. The schematic diagram of optimal adaptive fuzzy
sliding mode control (step 4 of simulation)

Table. 6. The related parameter values of CSO algorithm
ܴܰ ൌ ͲǤͳͺ ܰ כ
 ܰܥൌ ܰ െ ܴܰ െ ܰܪ
 ܩൌ ͳ͵

 ܰܪൌ ͲǤ͵ ܰ כ
 ܰܯൌ ͲǤͳͳ ܰ כ
 א ܮܨሾͲǤ͵͵ǡ ͲǤͺͷሿ

After executing the simulation, tracking errors of joints
1 and 2 are shown in figure 20.

The optimal values of control input coefficients are
presented in table 7.
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Table. 7. Quantities of controlling parameters ઽ, ૃ
and હ utilized in optimal adaptive fuzzy sliding mode
εଵ ൌ ͷͲͶ

εଶ ൌ ͶͻͲ

λଵ ൌ ͵ͻ

λଶ ൌ ʹͶ

αଵ ൌ ͶǤʹͺ

αଶ ൌ ͵Ǥͳ

Until now in all steps of simulation, a constant
quantity of disturbance (ܶௗభ ൌ ͷ and ܶௗమ ൌ ʹ), is applied
to the camera stabilizer. In this step of the simulation,
to test the robustness of the proposed control system
against disturbances, the closed-loop control system is
challenged and disturbances are applied to the camera
stabilizer as indicated in figure 18.

Fig. 20. Tracking errors of the joints 1 and 2, in optimal
adaptive fuzzy sliding mode control, by applying
disturbances are shown in Fig. 18

By comparing figures 16 and 20, it is concluded
that the adaptive fuzzy sliding mode control has
functioned satisfactorily and has considerably reduced
the tracking error in joints 1 and 2. So that in this case,
the maximum tracking error in azimuth and elevation
are Ǥͻͺ ൈ ͳͲି଼ ܴܽ݀ and ͷǤʹ ൈ ͳͲିଽ ܴܽ݀ , respectively.
Figure 21 shows the control inputs.
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In this step of the simulation, to show the impact of
control input coefficients on the performance of
adaptive fuzzy sliding mode control, the controller
parameters ɂ , ɉ and Ƚ are searched and adjusted in the
allowable range by the CSO algorithm. The related
parameters of the CSO algorithm are listed in table 6.

According to figure 21, it is clear that control inputs
are free-of-chattering. On the other hand, the maximum
amplitude of the input voltages of motors 1 and 2 are
ͳǤͺܸ ݐ݈and ͶǤʹ͵ܸݐ݈, respectively. Therefore, by
comparing figure 21 with figures 17, 14, 11 and 5, we
can conclude that the control inputs in this step of the
simulation have the lowest amplitude and completely
lack chattering. To wrap up the issues presented in
section 5 of this paper and also to compare the results
of the four-step simulations, four important control
factors including the maximum tracking error for the
joints 1 and 2, Euclidean norm of errors vector and the
maximum amplitude for the control inputs as well as
the chattering domain of control inputs for the
proposed controllers are displayed in table 8.
According to table 8, desirable performance of the
proposed controller can be concluded.

(a) Exerted control input to motor 1

(b) Exerted control input to motor 2
Fig. 21. Exerted control inputs to motors 1 and 2, in
optimal adaptive fuzzy sliding mode control, by applying
disturbances are shown in Fig. 18
Table. 8. Comparison of the simulation results
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Control Method
1

SMC

2

FSMC

3-1

ሺεଵ ൌ ͷƬεଶ ൌ ͷʹሻ

3-2

( εଵ ൌ ͷͶ͵Ƭεଶ ൌ ͷͶʹͲሻ

4

OAFSMC

AFSMC
AFSMC

Maximum Tracking
Errors (Rad)
݁ଵ ൌ ͳ͵Ǥͷ ൈ ͳͲିସ
݁ଶ ൌ ͷǤͳ ൈ ͳͲିହ
݁ ൌ ͳͳ ൈ ͳͲିହ
൜ ଵ
݁ଶ ൌ ͷǤͳ ൈ ͳͲି
݁ଵ ൌ ͳͳǤ ൈ ͳͲି
൜
݁ଶ ൌ ͺǤͻͲ ൈ ͳͲି
݁ ൌ ͵ǤͶ ൈ ͳͲି
൜ ଵ
݁ଶ ൌ ͵ǤͶͶ ൈ ͳͲି଼
݁ ൌ Ǥͻͺ ൈ ͳͲି଼
൜ ଵ
݁ଶ ൌ ͷǤʹͲ ൈ ͳͲିଽ
൜

Euclidean Norm of
Errors Vector (Rad)
ԡܧԡ ൌ ͳ͵Ǥͷͳ ൈ ͳͲିସ
ԡܧԡ ൌ ͳͳǤͲͳ ൈ ͳͲିହ

Maximum Amplitude of
Control Inputs (Volt)
ܸ ൌ ʹ͵Ǥͺ
൜ ଵ
ܸଶ ൌ Ǥʹ
ܸଵ ൌ ͳͻǤͲ
൜
ܸଶ ൌ ͶǤͻ

Chattering Domain of
Control Inputs (Volt)
൜

ܸଵ ՜ ͲǤʹܶͶʹǤͳ
ܸଶ ՜ ͲǤͺ ܶʹͳǤ͵ͷ
Very Negligible

ԡܧԡ ൌ ͳͳǤ͵ ൈ ͳͲି

ܸ ൌ ͳͺǤͶͲ
൜ ଵ
ܸଶ ൌ ͶǤͶ

Free of Chattering

ԡܧԡ ൌ ͵ǤͶͺ ൈ ͳͲି

ܸ ൌ ʹͳǤͷͲ
൜ ଵ
ܸଶ ൌ ͷǤ͵ͷ

Free of Chattering

ԡܧԡ ൌ Ǥͻͻͻ ൈ ͳͲି଼

ܸ ൌ ͳǤͺͲ
൜ ଵ
ܸଶ ൌ ͶǤʹ͵

Free of Chattering

processors can be used in the practical
implementation of this control. On the other hand,
since the vector P is determined through the
adaptive fuzzy system, the bounds of the remaining
uncertainties can be satisfactorily estimated and the
amplitude of control input would have smooth
changes; moreover, abrupt changes in the control
input are prevented.
4. In most of the controllers designed for the camera
stabilizer, some coefficients are considered in the
controllers through which the tracking accuracy of
the closed-loop system can be improved. However,
this accuracy in tracking conjoins the increase in
the amplitude of control input. Therefore, motors
having high powers are required in the practical
implementation of these controllers. In the design
of the proposed control, the coefficient ߝ is taken
into account. The increase in this coefficient can
enhance the increase in tracking precision of the
closed-loop system. However, an increase in this

6. Advantages of the proposed control
In the design of the proposed control, there are some
creativities and innovations which are mentioned
below:
1. In the proposed control, the bounds of the existing
uncertainties are decreased by accessing
information of the system dynamics via the vector
ݑො.
2. Using the vector ݑො leads to the reduction of the
opposite effects of the joints ݍଵ and ݍଶ . Therefore,
by designing two independent controllers, we can
control this two-input, two-output system.
3. To estimate the bounds of the remaining
uncertainties, the rule base of the adaptive fuzzy
system has seven single-input, single-output fuzzy
rules. Since the system has only one adaptive rule,
the volume of calculations of the control input is
minimal. Hence, low-speed and inexpensive
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7. Conclusions
[5]

In this paper, for controlling camera stabilizer a
voltage-base optimal adaptive fuzzy sliding mode
control was presented. At first, the known terms of
dynamic equations of camera stabilizer was eliminated
by utilizing inverse dynamic method. Afterwards, for
the sake of overcoming the remaining uncertainties
such as un-modeled dynamics and external
disturbances, a voltage-base sliding mode controller
was designed. Although the closed-loop system with
the sliding mode control has a global asymptotic
stability in the presence of the existing uncertainties,
due to the use of the sgn(*) function in the control
input, the occurrence of the unfavorable chattering
phenomenon in the control input is unavoidable. To
eliminate the unfavorable phenomenon of chattering,
by using the fuzzy logic, a fuzzy sliding mode
controller was proposed. Although proposed controller
prevents the chattering phenomenon in the control
input, choice of the coefficients of the control input
should still be done using trial and error method. On
the other hand, the proposed fuzzy sliding mode
control lacks proof of the closed-loop system stability.
In the following, to resolve the above problems, by
using the fuzzy logic and concepts of the adaptive
control, a voltage-base adaptive fuzzy sliding mode
controller was proposed. In the proposed control, due
to use of the adaptive fuzzy approximator, some of the
most important coefficients of the control are updated
by the adaptive rule; thereby, the possibility of
chattering in the control input is eliminated. The
mathematical proof reveals that closed-loop system
with proposed control in the presence of structured and
un-structured uncertainties, will possess global
asymptotic stability. Ultimately, to access an optimum
controller, other values of the control input coefficients
are adjusted by the chicken swarm optimization
algorithm. In the design of the optimal adaptive fuzzy
sliding mode control, some points are considered
which facilitates the practical implementation of this
control method. Simulation results demonstrate the
favorable performance of the proposed control.
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